
 

   

Le presenti informazioni si basano sulle nostre conoscenze ed esperienze. Loxeal Srl garantisce la costanza qualitativa dei prodotti forniti in conformità alle 
proprie specifiche. A causa della diversità dei materiali presenti sul mercato ed al fatto che le condizioni applicative sfuggono al nostro controllo, l’utilizzatore 
deve verificare con prove adeguate l’idoneità del prodotto per l’uso specifico preso in considerazione. Nessuna responsabilità può esserci imputata per l’uso 
non appropriato del prodotto. In ogni caso il danno rimborsabile è limitato al valore della merce. 
 
The information contained herein are produced in good faith and are believed to be reliable; they are for guidance only. Loxeal Srl and its dealers cannot 

 
ADHESIVE 36- 15 

2 COMPONENTS ENGINEERING ADHESIVE IN DUAL CARTRIDGE  
WITH SELF-MIXING NOZZLE  

 
Description 
Multipurpose, transparent structural adhesive, 20’-40’ minutes setting time. 
Recommended for structural bonding of many materials: metals, ferrite, ceramic, marble, glass, concrete, wood 
and some plastics (polyester, ABS, polycarbonate). 
Not indicated for rubber, soft materials, polyethylene, polypropylene and Teflon. 
Resistant to water, gasoline and oils. 
 
Physical properties 
* Referred to the extruded product from the self mixing nozzle * 
* The ratio in volume between the two components is 1:1 *     
* Composition : epoxy resin      
* Colour : amber 
* Viscosity (25°C - mPa.s) : 20.000 - 30.000  
* Specific gravity (gr/ml) : 1,10 – 1,20 
* Gap filling suggested range : 0,1 - 2,0 mm 
* Solvent content : none 
* Shelf life : minimum 1 year the original packing. 
 
Curing properties (20°C.) 
* Handling cure time     : 15-30 minutes 
* Functional cure time   : 6 -16 hours 
* Full cure : 24 – 48 hours 
* Shear strength   (ISO 10123) : 20 -25 N/mm²  
* Tensile strength (DIN 53288) : 20 – 25 N/mm² 
* Elongation at breack : 5 – 10% 
* Hardeness Shore D (ISO 868) : 60 -70 
* Temperature range : -40°C + 80°C 
 
Directions for use 
Clean and degrease the surfaces for optimum results. Place the cartridge into the gun, remove end cap and attach 
the nozzle, extrude on one surface a sufficient quantity of product. Join the two parts and let time to cure. Fixing 
times depend from room temperature. After use dismantle the nozzle and apply end cap on the cartridge for next 
bonding. 
Available spare parts : mixing nozzles of various length and hand gun. 
 
Handling and safety properties 
Labelling as EC regulations in force : Xi = Irritating. 
Consult Material Safety Data Sheet. 
 
Packing 
Dual cartridges 50 ml   
            ST3615E/0   10/02 

assume liability or responsibility for results obtained in the use of its products by persons whose methods are outside or beyond our control . It is user’s 
responsibility to determine the suitability of any product according to the specific application with preliminary tests.  Loxeal Srl will not be liable for any 
inappropriate use of the products. 
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